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Elegant aluminium door

Large LCD graphic display, numeric pushbutton and

option for 5 direct selection buttons
Patented directional LED lighting for ease of use
Possibility to install up to three payment systems

Arrangement for cashless payment system at a

height of 1.300 mm from the ground

Optional additional colour video screen

Rolling price displays

Softvend dispensing elevator

LED lit dispense compartment with automatic

opening and closing
Guaranteed product delivery thanks to infra red

detection system in the dispense compartment
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N&W 16 bit electronic platform with a 4 Mega flash
memory

Master/slave connection possible

Transmission and collection of Statistics according
to EVA DTS system

Extended implementation of MDB protocol

Samba achieves the A+ Energy rating according to EVA
EMP 3.0 standard.

Low consumption LED lighting

High performance Eco friendly refrigeration

Glass panel requires no heating

Energy saving mode




W FEATURES

W eENERGY
CONSUMPTION

W ACCESSORIES

W POSSIBLE
CONFIGURATIONS

HEIGHT 1830 mm
WIDTH 890 mm
DEPTH 793 mm
OVERALL DEPTH WITH DOOR OPEN 1495 mm
WEIGHT 290 kg
POWER SUPPLY VOLTAGE 230 Vv
POWER SUPPLY FREQUENCY 50 Hz
FOR EACH STAN BY HOUR From 212 TiLL 318 WH
EXTERNAL TEMPERATURE 20°
CLASSIC TOP
INFRARED DETECTION SYSTEM INCLUDED | INCLUDED
DIRECT SELECTIONS OPTION INCLUDED
ROLLING PRICE INCLUDED | INCLUDED
SOFTVEND DISPENSING ELEVATOR -- INCLUDED
VIDEO SCREEN OPTION OPTION
SANDWICH TRAY - OPTION
snack [ | tetrapack W bottles W cans W fo0d
SAMBA CLASSIC
8 8 8
8 8 8
13 18 18 18 18 18 18 18
11 11 11 11 11 11 11 11
8 8 8 8 8 8 8 8
8 8 8 8 8 8 8 8
6 TRAYS SNACK
40 SELECTIONS 384 PRODUCTS
1 TRAY TETRAPACK
8 SELECTIONS 56 PRODUCTS
SAMBA TOP
8 8 8

2 TRAYS SNACK
12 SELECTIONS
2 TRAYS MULTIMAX BOTTLES/CANS

132 PRODUCTS

10 SELECTIONS 124 PRODUCTS
2 TRAYS FOOD
15 SELECTIONS 83 PRODUCTS
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Via Roma, 24

Valbrembo (BG)
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